
Kraus Global CNG dispensers are custom designed products

which offer the highest quality and best value on the

international market today. 

Our dispensers are also offered with a range of

priority and sequencing equipment designed around

either economical single-line "buffer" type filling

schemes or efficient 3-bank cascade filling schemes

to provide complete and reliable dispensing systems.

Gas Management

Dispenser Options

Dispensers are the primary 
interface between a CNG station
and the fueling customer. As such,
considerations such as reliability,
performance and safety are
important to station owners. 

At Kraus Global, we understand that dispenser

performance and reliability play a critical role in station

"up time”. With 3,500 dispensers installed in over 30

countries, we have experience with just about anything

that can affect its reliability and performance - from

intense heat and humidity to sub-zero temperatures,

inconsistent power supply, poor gas quality, and severe

usage. This has enabled us to design systems that

consistently withstand such extreme conditions with

ease. Our CNG dispensers also come equipped with

full flow safety relief valves as well as excess fill and

flow safety shutdowns, showcasing our commitment to

safety and allowing us to obtain the most approvals of

any CNGdispenser on the market.

Kraus Global - CNGdispensing done right.

Dispenser

Specifications 

l Fill Pressures:3000/3600 

psig @ 70OF (200/250 

barg at 21OC)

l Operating temperature:

-40OC to +50OC

l Dispenser Inlet MAWP: 

5000 psig (345 barg)

l Flow Rate up to 5000 

SCFM (8000 Nm3/hr)

l Accuracy: +/- 0.5%

l Electrical Supply: 

120/240 VAC, 50/60 Hz

Approvals &
Compliance

NORTH AMERICA
& WORLDWIDE:
l NEC Class 1 Division 1 

Group D hazardous 

locations compliant

l CEC CSA221.1 compliant

l ASME B31.3 compliant

l NPFA 52 and CSAB108 

compliant

l United States (NIST) 

and Canadian 

(Measurement Canada) 

Weights & Measures 

approval

l CTEP- California 

Weights &  Measures     

approval

EUROPE:
l IEC Zone 1 Group IIA

hazardous locations

l German PTB Weights & 

Measures approval

l ATEX 94/9/EC

l PED 97/23/EC

l EMC 2004/108/EC

l Stand-alone design (fully 

self-contained electronics)

l Kraus Micon 1000C 

electronics computer 

register specifically 

designed for CNG fueling 

applications

l Easy-to-read backlit 

displays

l Power conditioning and 

protection

l Coriolis-type mass flow 

meters

l Electronically controlled 

internal sequencing

l Kraus PFS pressure and 

temperature compensated 

refueling

l In-line safety breakaways 

on both main and vent hose 

lines

l Full size safety relief valves

l Custom silk-screened 

display panels in any 

language or units

l Factory tested on CNG

l Ability to interface with 

most POS and card reader 

systems 

l Flexible bus-based 

electronics allows for easy 

addition of peripherals

Optional Features:

l Kraus KAF series solenoid    

valves or ball valves

l ESD Switches

l Preset

l Nozzles - NGV1 Type 1 or 

2 (Car or Bus), Fill Probe

l Hose mount location - 

front or side

l External shut off valve

l Supplementary digital 

totalizer

l Powder coated or stainless 

steel cabinets

l Dual displays

CNG Dispensers 

Other Information

Left : 
Kraus Global Highstyle 

CNGDispenser

Right (Left to Right)
Kraus Global Dispensers in: 

Korea
India  

Thailand
China  

Top:
Kraus Global CNGLowstyle Dispenser

Bottom:
Kraus Global CNG Slimline Dispenser

Far Right:
Kraus Global Gas Management Pannel GLoBAL

Kraus

Highstyle
Lowstyle
Flagstyle
Slimline

Single
Dual

Three-Line
(Internally Sequenced)
Single Line
(Buffer or External Sequencing)

1000 SCFM (20 KG/min)

2000 SCFM( 40 KG/min)

3500 SCFM (70 KG/min)

5000 SCFM (100 KG/min)

3000 psig (200 Bar)

3600 psig (250 Bar)

3000/3600 psig (Split
Pressure Design)

CABINET STYLES HOSES SEQUENCING FLOW RATES FILLPRESSURE

Standard Dispenser Features
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High-Flow, Fast-Fill Dispensers
and Dispensing Equipment

CNG Dispensing Systems

Kraus Global Inc.

25 Paquin Rd.

Winnipeg, MB

CANADAR2J 3V9

Phone: +1.204.663.3601

Fax: +1.204.663.7112

E-mail:inquiries@krausglobal.com

Web: www.krausglobal.com 

Printed in Canada

Heavy Duty Filling

Kraus Global is recognized worldwide for

its expertise in high-flow dispensing

equipment for bus and heavy duty

vehicles. Highly successful installations

in China, Korea, Mexico, Canada, United

States, and Germany attest to the

exceptional performance of these

systems. The basic high-flow dispenser

model is the HAM series.

High-Flow Bus Dispensers

Global Design

Kraus Global offers special dispenser

models designed specifically for the 

refueling needs of the retail European,

South American, Middle East, and Asian

CNG markets. These dispensers are

designed to comply with international

codes andstandards, and are available

as optional configurations of the SAM,

DAM and HAM dispenser series.

International Dispensers

Fast-Fill Convenience

Kraus Global fast-fill car dispensers are

designed for refueling automobiles

ranging from auto-rickshaws to taxis to

trucks.  Basic models are the SAM

(single hose) and DAM (dual hose)

series units which are ideally suited for

retail applications.

l Dispenser flow rates 

from 2,000 to 5,000 

SCFM (3,200 to

8,000 Nm3/hr)

l Single line (buffer) and 

3-line cascade filling

schemes

l Nominal filling times 

of 3-5 minutes for even 

the largest buses

l High-flow bus nozzles 

l Stand-alone high flow hose

breakaway post available

l Custom design of high 

flow systems to suit 

specific applications

l Meets local market 

requirements for interface 

design 

l Custom cabinet styles 

available for maximum user-

friendliness and consumer 

appeal

l Critical components designed 

and manufactured in-house 

for maximum quality and 

durability

l Close co-operation with local 

Approvals & Regulatory 

bodies 

l Compliance to major world 

safety standards including 

IEC Zone 1, Group 

IIA; and NEC Class I, 

Division 1 hazardous 

environments

l Flow rate 1000 to 2000 

SCFM (20 to 40 Kg/min)  

l Emergency Shut Down (ESD) 

system available with single 

or dual button activation

l Standard in-line breakaways 

on all dispenser models

l Easy-to-read backlit displays 

and 4inch pressure gauge

l High flowing 10 micron 

filters on each inlet line

l Convenient preset keypad for

both volume and currency  

entry options

GLoBAL
Kraus

Fast-Fill Car Dispensers


